TOSHIBA TEC Barcode Printer Drivers for Linux

This documentation is for users of TOSHIBA TEC barcode printers with Linux-based systems. The supplied software is intended to be used
in conjunction with a CUPS-compatible operating system.

Installation

System Requirements

* An i386 or x86-64 based computer
* A Linux-based operating system with CUPS v1.4 or higher

Installation for Debian-based systems

To install the TOSHIBA TEC barcode printer drivers on Debian-based systems (Debian, Ubuntu, Xandros, etc), the .deb package is used.
Unless otherwise specified, all commands are to be run as root.
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Copy the toshiba-tec-barcode-printer-drivers_l.xx_debian_yy.deb package to the target system, where xx is the
version number of the package, and yy is the architecture. When installing the barcode printer driver package on a 32-bit OS, use
the 1386 package, and when installing on a 64-bit OS, use the x86_64 (or x86-64) package.

Run the following command in a terminal (change to the directory where the package was copied):

dpkg —-install toshiba-tec-barcode-printer-drivers_l.xx_debian_i686.deb

‘You will be prompted to read the EULA, which must be accepted before the installation can continue. Scroll through the EULA using
the up and down arrow keys.
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END USER SOFTHARE LICENSE AGREEMENT

INSTALLING OR OTHERWISE USING THIS SOFTWARE PRODUCT CONSTITUTES YOUR
ACCEPTANCE OF THE FOLLOWING TERMS AND CONDITIONS (UNLESS A SEPARATE
LICENSE IS PROVIDED BY THE SUPPLIER OF APPLICABLE SOFTWARE IN WHICH CASE
SUCH SEPARATE LICENSE SHALL APPLY). IF YOU DO NOT ACCEPT THESE TERMS,
YOU MAY NOT INSTALL OR USE THIS SOFTWARE, AND YOU MUST PROMPTLY RETURN
THE SOFTWARE TO THE LOCATION HHERE YOU OBTAINED IT.

GRANT OF LICENSE: This is a legal agreement between you, the end-user
("You"), and TOSHIBA TEC Corporation ('TTEC"). This software, fonts
(including their typefaces) and related documentation ("Software") is
Ticensed for use with TTEC MFP on which it was installed to the
designated device you use ("Systen”) in accordance with the terms
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To progress to the next screen, highlight the "OK" button by pressing the tab key, and dismiss the EULA by pressing the enter key.
To accept the EULA, highlight "Accept" using the up and down arrow keys, and then press the enter key. If "Accept” is not
highlighted when
Installation of the TOSHIBA TEC barcode printer drivers will commence after the EULA is accepted.
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On systemd based systems, restart CUPS by running the following command:
systemctl restart cups.service



